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opening. When the pore openings are larger, more coats of paint are
required before this deposit of pigment will close the openings.

The manner in which the paint is applied is also important, that is,
whether the paint is applied with a brush or with a spray gun. It is
possible to obtain a more uniform coating of the surface particles or
projections when the paint is applied with a spray gun than when
applied with a brush; likewise, more coats of paint are required before
the pigment builds across the pore openings.

TABLE 1.—Sound absorption coefficients of test panels

Sound absorption coefficients at
frequencies (cyctes per second )— Noise
Sample Surface finish coeffi-

cients
128 | 266 | 512 | 1,024 | 2,048 | 4,096

L e 10fiba it P S T S e B 0.09 [ 0.24 | 0.62 | 0.89 [ 0.73 | 0.73 0.60
§ L Brush painted 5 coats. .. __________________ A4 | 40| .83)] .61] 30| .22 .55
PR O N Painted by manufacturer__________________ 07 2| 54| .87| .78 .77 .60
Py SN SR Brush painted 5 additional coats._________ 001 L2 L7 .92 w62 .63 .65
[ RN Unpatnted . . o s JI11520 0 STR L84 e NTh 1t 68 .65
S0 SR Brush painted 5coats. ... ... 12| .42 (81| .74 | .61 .49 .65
R.Lfi 10| .30 .78 | .85 .59 | .42 .65
Brush painted 4 coats .08| .33 ( .8 | .8 | .63 | .37 .65
AE5 et O R P 14| (61| 78| .78 | .78 | .82 .70
_| Spray painted 7 coats. . eann|: <184 LS 800] SO W S e 6T .70
| Brush painted 5 coats. W25 .41 .61 .47 | .34 .36 .45
[, IR Painted by manufacturer_ ... __________ .07 .26 .70 | .63 | .53 | .63 .bb
6@ .. Brush painted 4 additional coats__________ .11 .3 | .66] .45 .31 | .39 .45
y AN By e R P I B R DL B S .80
(R Brush painted 6 coats_ ... ________________ .56 | .78 | .70 | .54 | .53 | .59 .65
CEEaE e 2 Painted by manufacturer_.....__.____..._ 67| .| .80 .56 (| .61 | .52 .85
Sttt BYaih painted’s CoRtB. . oo e .68 | .76 61| .28 | .25 | .13 .45
L R Painted by manufacturer_...___._________ .13 .40 | .68 | .63 | .60 | .68 .60
[ RIS ICE T Brush painted 5 additional coats._________ 2| .26 .31 .22 .18 .23 .25
TABLE 2.— Amount of paint applied per coat to test panels

Number of gallons of mixed paint used per 1,000 sq ft Igfug)’;’g

applied for coat No.— required

Sample Method of painting ‘{ilmi“

ac
1 2 3 4 5 6 b stripe
gal gal gal gal

6.9 5.2 4.3 3.5 b
9.5 2.9 2.6 2.2 5
8.7 3.5 3.0 2.6 4
3.5 2.6 2.6 2.3 4
4.3 3.5 3.9 LA e S T (R TR T Y PSR
8.7 4.0 2.6 2.6 4
2.6 2.6 2.3 2.3 4
8.7 4.3 2.6 2.3 4
3.5 3.6 3.5 2.9 4
4.3 3.9 3.5 3.5 4
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